
Q9033A
Mounting arm for Q9033

Details

Compatible with all DT Series flame detectors FM and DNV performance

approved for use with DT Series Flame detectors Allows easy detector

sighting Heavy duty, Aluminum or Stainless Steel construction Vibration

and resonant frequency resistant

 

The Q9033 Mounting Arm is an approved accessory for installation of

DT flame detectors. It allows easy pan and tilt adjustments for sighting

of the detector.

The optional Collar Attachment is used in conjunction with the

Mounting Arm to add a third dimension for detector sighting by

allowing it to also be rotated. The Collar attachment is recommended

for use in applications that require the detector to be panned to

extreme angles.

In a typical installation, the detector is pointed down. When a detector

is pointed down, panning to either side of center results in some

degree of rotation — the greater the pan amount, the greater the

rotation. Since the cone of vision of the X3301 is not round, but

truncated on the upper half, rotation results in an unbalanced field of

view. The Collar Attachment enables the detector to be adjusted level

to the horizon, thereby ensuring a balanced field of view.
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Technical specifications

As a company of innovation, Carrier Fire & Security reserves the right to change product

specifications without notice. For the latest product specifications, visit ie.firesecurityproducts.com

online or contact your sales representative.

Last updated on 27 April 2023 - 14:23

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

