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Concept Pro 5” LED Backlit 640x480 Vehicle Display Monitor KEY FEATURESVLED5VMB-2

DATASHEET

	� 5” LED-backlit Screen
	� Metal Housing with Tempered Acrylic Cover
	� 640x480 Resolution
	� x2 BNC Inputs
	� DC12V Power Input
	� E-mark

The Concept Pro VLED5VMB-2 is a 5-inch display monitor designed specifically 
for installation inside vehicles, including public transport, private coaches, or any 
other vehicle requiring a display monitor. The bright, LED-backlit display ensures 
excellent clarity and colour reproduction even in bright sunlight.

The monitor is housed in a robust metal case that is designed to withstand vibration 
levels expected for vehicle installations with all external controls disabled to 
prevent unauthorised adjustment. All monitor features can be operated using the 
included remote control. The monitor displays at up to 640x480 resolution and 
features two BNC video inputs.

5” LED 
SCREEN BNC

OTHER FEATURES

640 x 480 METAL
HOUSING

	� Button Lock Function
	� Remote Control Operation
	� Anti-Vibration Design
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VLED5VMB-2
Screen Size 5"
Display Type LED Backlit

Display Resolution Max. 640x480
Brightness 200cd/m²

Contrast Ratio 500:1
Response Time 10-15ms

Pixel Pitch 0.0529 x 0.1587mm
Display Colours 16.7M
Viewing Angle U/D: 50° / 70°, L/R: 70° / 70°

Bezel Thickness 28.5mm
Video Interface x2 CVBS
Audio Interface -

Auto Adjustment Supported
Button Lock Function Supported

On-Screen Display Control Supported
Remote Control Included

VESA Mount 44 x 24mm (base)
Included Accessories Remote Control, Quick Start Guide, Stand

Power Input DC12V/1A
Power Consumption Max. 10W
Anti-Vibration Design Yes

Housing Materials Metal Case with Protective Acrylic Cover
Colour Black

Operating Conditions -10°C to +50°C, 20-70% humidity
Weight 800g

Certifications CE, FCC, RoHS, E-mark


