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The Concept Pro CBP360-IP12M-2 product is a 12-megapixel fisheye camera. This 
camera has a 1.8mm fixed fisheye lens capable of providing a 360-degree field of view, 
ideal for monitoring a wide space with a single camera. The camera can be ceiling, wall, 
or desktop mounted and there are multiple on-board de-warping modes. The camera 
is IP66 and IK10-rated for demanding external installations, and it is equipped with 
professional alarm and audio interfaces to meet advanced monitoring requirements.

	� Max. 12MP 4000x3000 Resolution

	� f=1.8mm Fisheye Lens (360°)

	� Max. 15m Smart IR Illumination

	� 5 On-board De-warping Modes

	� x1/x1 Alarm Input

	� x1/x1 Line Audio Input + Built-in Mic

	� PoE/DC12V Power Input

	� Human/Vehicle Detection, People 

Counting, Heat Map functionality

Concept Pro 12MP IP Fixed External FIsheye Camera

KEY FEATURES

OTHER FEATURES

	� Dual Streaming

	� MicroSD Edge Storage

	� ONVIF-compliant

	� Digital Wide Dynamic Range

	� 2D/3D-DNR, HLC, BLC

	� IP66/IK10- rated

	� NDAA-compliant

CBP360-IP12M-2

DATASHEET

12MP 15M IR

Onvif Compliant

This CCTV camera conforms to the ONVIF Corec specification that 
aims to standardise the network interface between all IP Security 
Products.

Three Cameras in One

The CBP360-IP12M-2 can display three separate camera angles 
from its single camera lens using on-board camera de-warping.

IP

Integrated Cabling

All of the cameras inputs, including POE/Video,Audio, Alarms and 
Power are combined into one integrated cable.

360°



Concept Pro 12MP IP Fixed External FIsheye Camera
CBP360-IP12M-2

SPECIFICATION

DIMENSIONS

Model/Feature CBP360-IP12M-2

Camera

Image Sensor 1/1.7" Progressive Scan CMOS

Min. Illumination "Colour: 0.01 lux @ F2.4, AGC on 
0 lux with IR LEDs on"

Electronic Shutter Auto/Manual, 1/20,000 to 1/5s

S/N Ratio >55dB

Built-in Illuminator 850nm IR LEDs

Illumination Range Max. 15m

Illumination Control Auto/Manual

Adaptable Illumination Auto

Lens

Type Fixed Fisheye Lens

Focal Length f=1.8mm

Aperture F2.4

Angle of View H: 180°, V: 180°

Focus Fixed Focus

Iris Fixed Iris

Fisheye
Mount Type Ceiling/Wall/Surface

Fisheye View Modes On-board De-warping: 
Fisheye, 360° panorama, 4PTZ, 180° panorama, fisheye + 3PTZ

Video

Compression H.265/H.264

Streaming Capability Dual Streaming

Resolution Max. 4000x3000

Frame Rate Stream 1:  
One-Channel: 25fps 

Fisheye View: 4000×3000, 3000×3000, 2560×2560, 1280×960  
180 Panorama View: 30000×752, 2560×640, 1920×480, 1280×960  
360 Panorama View: 4000×2000, 2560×1280, 1920×960, 1280×960  

4PTZ View: 4000×3000, 2048×1536, 1920×1440, 1280×960  
Fisheye + 3PTZ View: 4000×3000, 2048×1536, 1920×1440, 1280×960  

Multi-Channel: 1520×1520, 960×960, 720×720,  640×640 @25fps 
Stream 2: 

One-Channel: 25fps 
Fisheye View: D1, 640×640, 480×480 

180 Panorama View: 832×208, D1 
360 Panorama View: 640×320, D1 
4PTZ View: 640×480, D1, 320×240 

Fisheye + 3PTZ View: 640×480, D1, 320×240  
Multi-Channel:  640×640 @25fps

Bit Rate Control CBR/VBR + Smart Encoder

Bit Rate One-Channel:  
Stream1: 500Kbps to 16Mbps  
Stream2: 200Kbps to 12Mbps 

Multi-Channel: 
Stream1: 500Kbps to 16Mbps  
Stream2: 500Kbps to 12Mbps

Region of Interest Supported

Day/Night Auto (ICR)/Day/Night/Schedule

Backlight Compensation BLC/HLC

Wide Dynamic Range Digital WDR

White Balance Auto/Manual

Gain Control Auto

Noise Reduction 2D/3D-DNR

Image Stabilisation Anti-Shake

Defog Digital Defog

Image Setting Mirror

Image Adjustment Brightness, Sharpness, Contrast, Saturation

Lens Distortion Correction On-board fisheye de-warping

Privacy Masking Supported

Transmission Distance Max. 100m

Event

Motion Detection Supported

Tamper Detection -

Deep Learning Motion 
Detection

Supported (Human/Vehicle Detection)

Deep Learning Video Analytics Human/Vehicle Detection (intrusion, line crossing, loitering, wrong way detection in 
single-channel mode) 

People Counting 
Heat Map

Alarm Input Supported

Audio Detection -

Network

Ethernet x1 RJ45 10/100M Ethernet

Protocol IPv4/IPv6, TCP/IP, HTTP, HTTPS, UPnP, UDP/IP, RTSP/RTCP/RTP, IGMP/Multicast, 
SMTP, DHCP, NTP, DNS, QoS, SNMP, 802.1x, UDP, ICMP, ARP, TLS

Interoperability ONVIF, SDK

Streaming Method Multicast

Max. User Access x10

Edge Storage MicroSD (Max. 1TB)

Interface

Video Interface -

Alarm Interface x1 Alarm In, x1 Alarm Out

Audio Interface x1 Built-in Mic, x1 Line Audio In, x1 Line Audio Out

Serial Interface G.711u/G.711a/RAW_PCM

Edge Storage -

Reset Button N/A

Indicator Light Supported

General

Power Supply PoE 802.3af/DC12V(-15% to +20%)

Power Consumption Max. 9W

Power Output -

Operating Temperature -30C to +60C

Operating Humidity <90% RH

Ingress Protection IP66

Vandal Resistance IK10

Housing Materials Metal

RAL White

Dimensions 130 × 38.3 mm

Net Weight 500g

NDAA-compliance NDAA-compliant

Certifications CE, FCC

ORDER CODES

	� CBP360-IP12M-2 Concept Pro 12MP IP Fixed External 
Fisheye Camera

RECOMMENDED ACCESSORIES

	� CAT6-305 305m CAT6 Solid Green

	� CAT6-305 DUCT GRADE 305m CAT6 Duct Grade Black

	� CP-PMC-3 Pendant Cap Bracket

	� CP-M-3 Pendant Mount Bracket

	� CP-WM-3 Wall Mount Bracket

	� CP-PLM-3 Pole Mount Bracket

	� CP-CM-3 Corner Mount Bracket

	� CP-BASE-3 Junction Box


